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1.0 INTRODUCTION 

 

 

On Friday, December 10, 2021, ECSi performed air pollution source testing of an ethylene oxide (EtO) 

emission-control system operated by Sterigenics U.S., LLC. in Queensbury, New York.  The control device 

tested is a Donaldson EtO Abator catalytic oxidizer, which is currently used to control emissions from eleven 

EtO sterilizer backvents and five aeration rooms/cells.  The purpose of the testing program was to evaluate 

compliance with EPA requirements under the current National Emissions Standards for Hazardous Air 

Pollutants (NESHAP), and with the conditions established in the permit (Number 5-5344-00029/00011) 

granted to Sterigenics US, LLC. by the New York Department of Environmental Conservation (NYDEC). 
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2.0 EQUIPMENT 

 

 

The EtO gas-sterilization system is comprised of eleven commercial sterilizers, all discharging through 

liquid-ring vacuum pumps to a packed-tower acid scrubber emission control device.  In compliance with 

NYDEC and USEPA requirements, and all aeration room vents are discharged to a Donaldson EtO Abator 

catalytic oxidizer emission control device.  In compliance with NYDEC requirements, all chamber exhaust 

vents (“backvents”) are discharged to the same Donaldson EtO Abator catalytic oxidizer emission control 

device. 

 

The gas-sterilization and emission-control equipment consists of the following: 

 

 Eleven Gas Sterilizers, one 26-pallet chamber (3003 cubic feet), four 13-pallet (1333 cubic feet), four 

8-pallet (two: 1155 cubic feet; two: 1200 cubic feet), and two 3-pallet (350 cubic feet) capacity, each 

comprised of a steam-heated sterilization chamber, a recirculating vacuum pump chamber 

evacuation system, a chamber backvent valve, and a fugitive emissions exhaust hood; 

 

 Five Aeration Rooms, three 48-pallet (11,340 cubic feet), one 685-pallet (189,642 cubic feet), and 

one 3764 cubic feet capacity, each comprised of a heated aeration room and an aeration room 

exhaust system.  

 

Sterilizer vacuum pump emissions are controlled by: 

 

 One Ceilcote packed tower acid scrubber, Model SPT-42-120, equipped with a bed of No. 1 

Tellerette packing, a 5000-gallon reaction tank/reservoir, a secondary 5000-gallon reaction tank, a 

scrubber fluid recirculation system, and an exhaust blower. 

 

Sterilizer backvent and aeration emissions are controlled by: 

 

 One Donaldson EtO Abator System, operated at approximately 6,000 SCFM, equipped with a 

prefilter, a steam heater, an exhaust gas heat exchanger, a reactive catalyst bed, and an exhaust 

blower. 
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3.0 TESTING 

 

 

EtO source testing was conducted in accordance with the procedures outlined in CARB Method 431, the 

USEPA approved alternate method to the procedures listed in 40 CFR, Part 63.365, subpart O.  EtO 

concentration measurement for each test run will be conducted simultaneously at the inlet and outlet of the 

catalytic oxidizer during chamber backvent, and during a one-hour interval of the 24-hour aeration process.  

A total of three chamber backvent test runs, and three one-hour aeration test runs, were performed. 

 

During backvent and aeration testing, EtO concentration at the inlet and the outlet of the catalytic oxidizer 

were determined using direct source sample injection into the gas chromatograph (GC).  All backvent and 

aeration testing was performed using freshly sterilized product.  The testing program was conducted in 

accordance with the procedures outlined in the following sections. 
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4.0 RULE/COMPLIANCE REQUIREMENTS 

 

 

The EtO gas-sterilization system at Sterigenics U.S., LLC. was tested to determine compliance with the 

current federal EPA National Emissions Standard for Hazardous Air Pollutants (NESHAP) for ethylene 

oxide, and with the requirements specified in the NYDEC Permit.  The current testing was performed to 

demonstrate continued compliance with the following requirements: 

 

 The emissions from the sterilization chamber exhaust vents (backvents) must be discharged to 

control equipment with an EtO emission-reduction efficiency of at least 99.0% by weight. 

 

 The emissions from the aeration process must be discharged to control equipment with an EtO 

emission-reduction efficiency of at least 99.0% by weight, or which reduces the EtO concentration at 

the emission-control outlet to less than 1 ppm. 

 

Testing is required to demonstrate compliance with these requirements.  Source testing of the emission-

control device is conducted annually. 
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5.0 TEST METHOD REFERENCE 

 

 

5.1 INTRODUCTION 

 

EtO source testing was conducted in accordance with the procedures outlined in CARB Method 431, the 

USEPA approved alternate method to the procedures listed in 40 CFR, Part 63.365, subpart O.  EtO 

concentration measurement for each test run will be conducted simultaneously at the inlet and outlet of the 

catalytic oxidizer during chamber backvent, and during a one-hour interval of the 24-hour aeration process.  

A total of three chamber backvent test runs, and three one-hour aeration test runs, were performed. 

 

During backvent and aeration testing, EtO concentration at the inlet and the outlet of the catalytic oxidizer 

were determined using direct source sample injection into the gas chromatograph (GC).  All backvent and 

aeration testing was performed using freshly sterilized product. 

 

Operation and documentation of process conditions were performed by personnel from Sterigenics using 

existing monitoring instruments installed by the manufacturer on the equipment to be tested.  In accordance 

with USEPA CFR40, Part 63.364 (c), catalyst bed temperature was recorded, using the lone thermocouple 

installed by the equipment manufacturer to display the average/representative temperature immediately 

downstream of the bank of catalyst trays. 

 

5.2 CONTROL EFFICIENCY MEASUREMENT 

 

During backvent and aeration testing, EtO concentration at the inlet and outlet of the catalytic oxidizer were 

determined using direct source sample injection into the GC.  Since the source gas flow is identical at the 

inlet and outlet of the catalytic oxidizer control-efficiency of EtO during aeration and backvent was calculated 

by comparing the concentration of EtO vented to the system inlet to the concentration of EtO vented from 

the system outlet. 

 

CARB Method 431, Appendix A, specifies that catalytic oxidizer emission-control devices may be tested, 

and control efficiency determined, without volumetric flow measurement as long as the following criteria are 

met: 

 

1)  There is no dilution between the inlet and outlet sampling locations 
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2)  There is identical flow at the inlet and outlet sampling locations, and 

3)  There is constant flow throughout the duration of the compliance test. 

 

These conditions were all met during the testing performed at Sterigenics.  Specifically, condition 2 was met 

due to the extremely high flow rate of ambient air being drawn through the oxidizer (6,000 CFM) which, 

along with the fact that the oxidizer is heated using steam coils, renders the potential contribution of any fuel 

gas combustion products to the outlet flow rate to be insignificant. 

 

During the backvent and aeration phases, vented gas was analyzed by an SRI, Model 8610, portable gas 

chromatograph (GC), equipped with the following:  dual, heated sample loops and injectors; dual columns; 

and dual detectors.  A flame ionization detector (FID) was used to quantify inlet EtO concentration, and a 

photoionization detector (PID) was used to quantify low-level EtO concentration at the emission-control 

device outlet. 

 

5.3 SAMPLE TRANSPORT 

 

Source gas was pumped to the GC at approximately 1000 cubic centimeters per minute (cc/min) from the 

sampling ports through two lengths of Teflon® sample line, each with a nominal volume of approximately 75 

cubic centimeters (cc) and an outer diameter of 0.25 inch.  At the inlet, the sampling port was located in the 

common backvent/aeration discharge duct, upstream of the oxidizer.  At the outlet of the catalytic oxidizer, 

sampling ports were located in the exhaust stack downstream of the catalyst bed. 

 

5.4 GC INJECTION 

 

Source-gas samples were then injected into the GC which was equipped with two heated sampling loops, 

each containing a volume of approximately 2cc and maintained at 100 degrees Celsius (C).  Injections 

occurred at approximately five-minute intervals during the aeration-phase testing.  Helium was the carrier 

gas for both the FID and PID. 

 

5.5 GC CONDITIONS 

 

The packed columns for the GC were both operated at 90 degrees C.  The columns were stainless steel, 6 

feet long, 0.125-inch outer diameter, packed with 1 percent SP-1000 on 60/80 mesh Carbopack B.  During 

the analysis, the FID was operated at 250 degrees C.  The support gases for the FID were helium (99.999% 
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pure), hydrogen (99.995% pure) and air (99.9999% pure).  Any unused sample gas was vented from the 

GC system back to the inlet of the control device being tested. 

 

5.6 CALIBRATION STANDARDS 

 

The FID was calibrated for mid-range part-per-million-by-volume (ppmv) level analysis using gas proportions 

similar to the following: 

 

 1) 100 ppmv EtO, balance nitrogen 

 2) 50 ppmv EtO, balance nitrogen (audit gas) 

 3) 10 ppmv EtO, balance nitrogen 

 4) 1 ppmv EtO, balance nitrogen 

 

The PID was calibrated for low-range ppmv level analyses using gas proportions similar to the following: 

 

 1) 100 ppmv EtO, balance nitrogen 

 2) 50 ppmv EtO, balance nitrogen (audit gas) 

 3) 10 ppmv EtO, balance nitrogen 

 4) 1 ppmv EtO, balance nitrogen 

 

Each of these calibration standards was in a separate, certified manufacturer's cylinder.  Copies of the 

calibration gas laboratory certificates are attached as Appendix H. 

 

5.7 SAMPLING DURATION 

 

Backvent testing was performed in conjunction with normal production operations, during the chamber 

exhaust venting which is conducted for each sterilization chamber upon conclusion of the sterilization cycle, 

immediately prior to and during chamber unloading.  Backvent sampling duration was 15 minutes for each of 

the three test runs. 

 

Since aeration is a 24-hour process at this facility, with constant discharge flow from the aeration chambers 

to the emission-control system, aeration testing consisted of three 1-hour test runs.  Each test run was 

performed with freshly sterilized product in the aeration chambers. 
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5.8 CONTROL-EFFICIENCY CALCULATIONS 

 

Control efficiency of EtO was calculated for aeration and backvent, using the following CARB-approved 

equation: 

 

Efficiency = (Ci - Co / Ci)(100) 

 

Which is a mathematical simplification of the following equation from CARB Method 431, with the identical 

inlet/outlet flow value removed: 

  

Efficiency = (Wi - Wo / Wi)(100) 

Where: 

Wi = Mass flow rate to the control device inlet, pounds, calculated as (Ci)(Fi) 

  Where: 

  Ci = EtO concentration at the control device inlet 

  Fi = Flow rate at the control device inlet 

Wo = Mass flow rate from the control device outlet, pounds, calculated as (Co)(Fo) 

  Where: 

  Co = EtO concentration at the control device outlet 

  Fo = Flow rate at the control device outlet 

 

Results of the control-efficiency testing are presented in Section 8.0, and in Tables 1 and 2. 
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6.0 TEST SCENARIO 

 

 

The backvent and aeration testing was performed during normal process load conditions.  Three backvent 

and three aeration test runs were conducted in series to verify the performance of the emission-control 

device.  The testing schedule was as follows: 

 

1) Testing equipment was set up and calibrated. 

2) Backvent Phase Test Run #1 was conducted with one freshly sterilized production load.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

3) Aeration Phase Test Run #1 was conducted with freshly sterilized product in aeration.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

4) Backvent Phase Test Run #2 was conducted with one freshly sterilized production load.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

5) Backvent Phase Test Run #3 was conducted with freshly sterilized product in aeration.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

6) Aeration Phase Test Run #2 was conducted with one freshly sterilized production load.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

7) Aeration Phase Test Run #3 was conducted with freshly sterilized product in aeration.  Sampling 

was performed at the inlet and the outlet of the catalytic oxidizer. 

8) Post calibration check was performed, testing equipment was packed. 
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7.0 QA/QC 

 

 

7.1 FIELD TESTING QUALITY ASSURANCE 

 

At the beginning of the test, the sampling system was leak checked at a vacuum of 15 inches of mercury.  

The sampling system was considered leak free when the flow indicated by the rotameters fell to zero. 

 

At the beginning of the test, a system blank was analyzed to ensure that the sampling system was free of 

EtO.  Ambient air was introduced at the end of the sample line and drawn through the sampling system line 

to the GC for analysis.  The resulting chromatogram also provided a background level for non-EtO 

components (i.e. ambient air, carbon dioxide, water vapor) which are present in the source gas stream due 

to the ambient dilution air which is drawn into the emission-control device, and due to the destruction of EtO 

by the emission-control device which produces carbon dioxide and water vapor.  This chromatogram, 

designated AMB, is included with the calibration data in Appendix A. 

 

7.2 CALIBRATION PROCEDURES 

 

The GC system was calibrated prior to testing.  The pre-test calibration procedure included triplicate 

injections of each concentration of calibration gas, for each detector.  The lowest concentration of calibration 

gas was injected 7-10 times for the detector used at the outlet sampling point, as part of the method 

detection limit (MDL) determination for the test.  The MDL calculations were performed using a spreadsheet 

provided to ECSi by Ned Shappley of the USEPA Measurement Technology Group, in accordance with 

USEPA Method 301.  The resulting calibration data was entered into the Peaksimple II analytical software, 

and a calibration curve for the test was established for each detector. 

 

A gas cylinder of similar composition as the calibration gases, but certified by a separate supplier, was used 

to verify calibration gas composition and GC performance (audit gas).  This gas was used as a calibration 

check at the test’s midpoint, and at the test’s conclusion, to verify that the Peaksimple calibration curve for 

each detector was still accurate within 10% of the mean values established in the multipoint calibration. 

 

All calibration gases and support gases used were of the highest purity and quality available.  A copy of the 

laboratory certification for each calibration gas is attached as Appendix H. 
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8.0 TEST RESULTS 

 

 

The catalytic oxidizer was found to have an average EtO control efficiency of 99.77 percent for backvent, 

and an average EtO control efficiency of 99.87 percent for aeration.  In accordance with state and federal 

requirements, backvent and aeration discharge streams must be vented to control equipment with an EtO 

emission-reduction efficiency of at least 99 percent by weight.  The catalytic oxidizer met this requirement. 

 

The test results are summarized in Tables 1 and 2.  These tables include results for EtO control efficiency of 

the emission-control device.  Chromatograms and chromatographic supporting data are attached as 

Appendices A through G. 
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TABLES



TABLE 1
ETHYLENE OXIDE CONTROL EFFICIENCY - BACKVENT
OF AN ETHYLENE OXIDE EMISSION CONTROL DEVICE

OPERATED BY STERIGENICS U.S., LLC.
IN QUEENSBURY, NEW YORK

ON DECEMBER 10, 2021

RUN INJECTION INLET ETO OUTLET ETO ETO CONTROL
NUMBER TIME CONC. (PPM)(1) CONC. (PPM)(2) EFFICIENCY

    1(3) 908 140 1.12 99.2000
1 909 62.8 0.398 99.3662
1 910 46.5 0.0146 99.9686
1 911 42.9 0.0146 99.9660
1 912 39.6 0.0146 99.9631
1 914 39.2 0.166 99.5765
1 915 39.7 0.0146 99.9632
1 916 37.5 0.0146 99.9611
1 917 37.0 0.0146 99.9605
1 918 37.2 0.0146 99.9608
1 919 37.8 0.164 99.5661
1 921 36.5 0.0146 99.9600

    2(4) 1034 129 0.845 99.3450
2 1035 51.6 0.242 99.5310
2 1036 42.8 0.125 99.7079
2 1037 41.2 0.160 99.6117
2 1039 41.3 0.215 99.4794
2 1040 41.0 0.138 99.6634
2 1041 40.7 0.102 99.7494
2 1043 40.9 0.131 99.6797
2 1044 39.5 0.0782 99.8020
2 1045 34.8 0.0146 99.9580
2 1047 31.0 0.0146 99.9529
2 1048 28.1 0.0146 99.9480

    3(5) 1053 95.3 0.0146 99.9847
3 1054 81.5 0.199 99.7558
3 1055 44.5 0.137 99.6921
3 1056 36.2 0.0146 99.9597
3 1057 41.4 0.175 99.5773
3 1059 39.0 0.0146 99.9626
3 1100 38.7 0.0381 99.9016
3 1102 38.5 0.0146 99.9621
3 1103 38.2 0.0593 99.8448
3 1104 38.5 0.0146 99.9621
3 1106 94.1 0.329 99.6504
3 1107 61.2 0.132 99.7843

TIME-WEIGHTED AVERAGE: 50.16 0.1441 99.77

NYDEQ REQUIRED CONTROL EFFICIENCY: 99%

Notes:   
(1) - PPM = parts per million by volume
(2) - 0.0146 ppm is the quantification limit for the detector used at the outlet.
(3) - Backvent Phase Test Run #1 started at 09:07, ended at 09:22.
(4) - Backvent Phase Test Run #2 started at 10:33, ended at 10:48.
(5) - Backvent Phase Test Run #3 started at 10:52, ended at 11:07.
(6) - During backvent testing, the average recorded catalyst bed temperature was 295 deg F
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TABLE 2
ETHYLENE OXIDE CONTROL EFFICIENCY - AERATION
OF AN ETHYLENE OXIDE EMISSION CONTROL DEVICE

OPERATED BY STERIGENICS U.S., LLC.
IN QUEENSBURY, NEW YORK

ON DECEMBER 10, 2021

RUN INJECTION INLET ETO OUTLET ETO ETO CONTROL
NUMBER TIME CONC. (PPM)(1) CONC. (PPM)(2) EFFICIENCY

    1(3) 924 36.3 0.189 99.4793
1 929 34.0 0.0146 99.9571
1 934 32.9 0.0146 99.9556
1 939 32.9 0.0269 99.9182
1 944 32.3 0.0146 99.9548
1 949 31.6 0.0146 99.9538
1 954 30.2 0.0146 99.9517
1 959 30.4 0.0146 99.9520
1 1004 31.6 0.0146 99.9538
1 1009 31.4 0.0146 99.9535
1 1014 31.5 0.0146 99.9537
1 1019 31.3 0.0146 99.9534

    2(4) 1109 44.6 0.141 99.6839
2 1114 43.4 0.0146 99.9664
2 1119 40.8 0.0686 99.8319
2 1124 30.8 0.0146 99.9526
2 1129 29.5 0.0146 99.9505
2 1134 29.6 0.290 99.0203
2 1139 29.8 0.134 99.5503
2 1144 33.6 0.0146 99.9565
2 1149 34.0 0.0146 99.9571
2 1154 34.5 0.142 99.5884
2 1159 31.1 0.0146 99.9531
2 1204 54.4 0.135 99.7518

    3(5) 1209 40.2 0.0376 99.9065
3 1214 36.6 0.0150 99.9590
3 1219 33.4 0.0146 99.9563
3 1224 31.0 0.0146 99.9529
3 1229 30.2 0.0146 99.9517
3 1234 32.3 0.0146 99.9548
3 1239 32.1 0.0146 99.9545
3 1244 33.0 0.0840 99.7455
3 1249 33.3 0.0146 99.9562
3 1254 33.6 0.0146 99.9565
3 1259 33.2 0.0146 99.9560
3 1304 34.2 0.0146 99.9573

TIME-WEIGHTED AVERAGE: 34.04 0.0452 99.87

NYDEQ REQUIRED CONTROL EFFICIENCY: 99%

Notes:   
(1) - PPM = parts per million by volume
(2) - 0.0146 ppm is the quantification limit for the detector used at the outlet.
(3) - Aeration Phase Test Run #1 started at 09:22, ended at 10:22.
(4) - Aeration Phase Test Run #2 started at 11:07, ended at 12:07.
(5) - Aeration Phase Test Run #3 started at 12:07, ended at 13:07.
(6) - During aeration testing, the average recorded catalyst bed temperature was 293 deg F
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Calibration Data 
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APPENDIX B 
 

Run #1 Chromatograms – Backvent 
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APPENDIX C 
 

Run #1 Chromatograms – Aeration 
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APPENDIX D 
 

Run #2 Chromatograms – Backvent 
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APPENDIX E 
 

Run #3 Chromatograms – Backvent 

























ECSi F-1 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX F 
 

Run #2 Chromatograms – Aeration 
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Run #3 Chromatograms – Aeration 
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Gas Certifications 
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